
El 3A-0 Series, Direct 
Acting, 1/8", 3/2 
Function Solenoid Valve 

FEATURES 

Interchangeable coils, including various hazardous area options 

Pilot exhaust dust caps fitted as standard 

Also available with 1/4" ports 

SIL2 on energising, SIL3 on de-energising 

PRODUCT CODE: E13A 

pneumotrol 

DESCRIPTION 

3 port 2 position direct acting, spring return solenoid valve, available in 

normally closed or normally open configuration. 

Hazardous area approved pilot operators (ExnA, Ex e mb, Exd and Exia) 

are available with various international approvals -ATEX, IECEx, FM, 

GOST CU TR (Russia) and NEPSI (China). 

Body material available in 

Aluminium (standard) 

Stainless Steel 

Brass 

OPTIONS 1 DESIGNATOR 

I o•■• 
SEE BELOW FOR 

PRODUCT CODE 

DETAILS 

OPERATOR COIL VOLTAGE OPTIONS2 

Any of the below options that 
are not required enter 'O' in 
relevant box. 

Operator 

El 

a 

Spring return. normally 
closed 

Spring return, normally 
open 

Coil Options 1 

II Exia Lever manual override 

Ill Terminal Box 1 Push button manual override 

m Exd Tamperproof manual override 

El Plug & Socket Exia 

II MC30 Plug & Socket 

II MC30 Plug & Socket 
with LED 

II Plug & Socket 

1 No option required 

El Exia Stainless Steel Housing 

11 lnline Terminal Box 

a ExnA Plug & Socket 

l!J No Coil Unit 

II Stainless Steel Housing 

II ExnA Stainless Steel Housing 

Ell Ex e mb Stainless Steel Housing 
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Standard 
Designator Options 2 

a ATEX 

II IECEx(2) 
II FM/CSA 

Note: 

Voltage 

a 24v DC (10mAi5l 

II 24v DC 

m 24v DC Low Power (1l 

131 24v AC (50/60 Hz) 

II 11ovAC(50/60Hz) 

m 220v AC (50/60 Hz) 

l!I 240v AC (50/60 Hz) 

* A comprehensive 
range of non-standard 
voltages available on 
request 

El ATEX Exd 11B 

II ATEX Ex e mb 

131 GOST CU TR (3) 

II NEPs1(4J 

(1) "H" option not available with Exia solenoids 
(2) IECEx only available with Exia and Exd Solenoids 
(3) GOST CU TR only available with Exd solenoids 
(4) NEPSI only available with Exia and Exd solenoids 
(5) "A" option only available with Exia solenoids 

II Valve body brass 

II Valve body brass and NPT ports 

1'!'11 Valve body brass, NPT ports and 1/2'' 
liill NPT electrical connection 

IJ 112" NPT electrical connection 

II Valve body stainless steel and 1 /2" 
NPT electrical connection 

II Low temperature duty-40"C 

m NPT ports and 1/2'' NPT electrical 
connection 

IJ NPT ports 

1'!'11 Valve body stainless steel, NPT ports 
.. and 1/2" NPT electrical connection 
1'!'11 Valve body stainless steel and NPT 
1111 ports 

El Yaiva body stainless steel 

• A comprehensive range of non-standard 

options available on request 






